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SafeStop ToppleBarrier 

TB 108, 176 & 244
INSTALLATION INSTRUCTIONS

ToppleBarrier  108 

ToppleBarrier  176 

ToppleBarrier  244 

FloorGuard (optional)
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Components
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Questions

SafeStop ToppleBarrier 

TB 108, 176 & 244
INSTALLATION INSTRUCTIONS

Components will vary by configuration.

TB108

END POST

TB108 

MID POST
TB108 

CNR POST
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Notes
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?
Questions

Required Tools

SafeStop ToppleBarrier 

TB 108, 176 & 244
INSTALLATION INSTRUCTIONS

Chalk
Tape  

Measure
Chalk
Line

8mm 
Hex Bit

Impact 
Driver

Hammer 

Drill

*Ć nDE¡¡p 

Drill Bit

*Ć nDE¡¡p 
Masonry Bit

Drill Circular 
Saw

VacuumSocket 
Extension

-Ć nDL¡¡p

6-Point Socket

•

•

•

•

•

•

Scissor Lift 6Þ-Step  
Ladder

Level

DAKJHĆ nGK¡¡p 

Hole Saw

CAKJHĆ nEG¡¡p W¦|   
Bit

17mm 

6-Point Socket
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Step 2

Step 1
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Install Shock Absorbers 
over baseplates.

Snap chalk line where Topple Barrier will be installed and use the Shock 
Absorber to mark holes for your first post. 
Assembly standard length is 120ò [3048mm] center to center. 

Topple Barrier 176
Topple Barrier 244
Remove caps and plugs from the tops of 
the posts if installing 
Topple Barrier 176 or Topple Barrier 244.

Topple Barrier 108 
Continue to next step.

Step 3



Step 4

Step 5
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Topple Barrier 176
Topple Barrier 244
Install joiners into top of TB108 
posts. Fasten with 4x M12 Pan Head 
screws per post.

Steps 6 -14 will be shown without the joiner installed for simplicity.

Custom Length Rails
Measure and cut QTY 2 GuardRail  Rails and 
QTY 3 Round Rails to length.
Rail Length L(in)    = C(in) ï 7.50in
  L(mm) = C(mm) ï 190mm

Top View



Step 7 Step 8

Step 6
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Insert rails so holes in rails align with holes in cups on post.

Fasten M12 Flat Head screws through 
post cups to secure rails 

Drill holes for first post using hammer 
drill with İò [12mm] drill bit, 4-5/8ò 
[118mm] minimum hole depth.



Step 9 Step 10
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Impact 
Driver

Align next post. Insert rails into cups 
starting with the bottom cup, working 
upwards.

Move post in to place. Fasten post 
to floor with İò [12mm] concrete 
anchors through washers.

Socket 
Extension

6-Point

¾” Socket (US)

17mm Socket (SI)



Step 11

Step 12
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Ensure post is in position and in line and then drill anchor holes through shock -
absorber and baseplate. Drill İò [12mm] holes to a minimum 4-5/8ò [118mm] 
hole depth. Check for straightness with a level. 

Fasten post to floor with İò [12mm] concrete anchors through washers.

6-Point

¾” Socket (US)

17mm Socket (SI)



Step 13

Step 14

Topple Barrier  | Page 9

Fasten Flat Head screws through post cups to secure rails.

8mm Hex 
Bit

Impact 
Driver

For Custom Lengths
Drill through cups with İò  [12mm] drill bit prior to fastening.
For standard length sections, skip this step.

Drill  with İò 
Drill Bit



Step 15
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Topple Barrier 108
Continue Steps 6 -14 until final post is fully installed. 

Topple Barrier 176
Topple Barrier 244
Continue to step 16

Topple Barrier 108 Complete



Step 16

Step 17
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ToppleBarrier176
ToppleBarrier244
Place extensions on installed TB108 posts.

ToppleBarrier244
Assemble two joiners with 
extensions. 
Insert joiner into top end of 
extension and fasten with QTY 4 
Button Head screws through the 
bottom set of joiner holes.
See graphic for extension hole 
orientation.

TB176       TB 244

8mm Hex 
Bit

Impact 
Driver

Extension
Top End

Bottom 
End

Joiner 
bottom holes



Step 18 Step 19
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Topple Barrier 176
Topple Barrier 244
Install extensions (or extensions + 
joiner assembly) onto base uprights. 
Fasten with QTY 4 Button Head 
Screws per post.

ToppleBarrier244
Continue building upright post by 
installing second extension piece over 
joiner and fastening per step 17 & 18.

Step 20

ToppleBarrier176
ToppleBarrier244
Complete building Topple Barrier 
Uprights by fastening cap and 4 plugs 
per post.

8mm Hex 
Bit

Impact 
Driver

8mm Hex 
Bit

Impact 
Driver

TB176   
TB 244



Step 22
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Step 21

ToppleBarrier176   
ToppleBarrier244 
Assemble rails to cups for standard rail lengths. For custom lengths see next step.
Slide rails into cups on each end and fasten each side with QTY 2 x M12 Flat Head 
screws.

8mm Hex 
Bit

Impact 
Driver

Custom Length Rails
ToppleBarrier176
ToppleBarrier244
*2 Installers Required

Tape  
Measure

Circular 
Saw

Center - to -
Center

C

Rail Length
L

Cut rails to length: 
L = C (in) ï 7.5in   or 
L = C(mm) ï 190mm

Insert pre -drilled end of rail into cup and fasten with QTY 2 Flat head screws. 
Repeat for all rails in section.  

8mm Hex 
Bit

Impact 
Driver

A

B



C D

E
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Step 22 (continued)

Insert cut end of rail into 2 nd  cup. Do 
not drill through 2 nd  end (Side B) 
Repeat for all rails in section.

Side A

Side B
(loose)

Lift rail into position keeping side B    
angled above side A. 

Align cup holes with threaded holes in 
post and fasten side B to the lowest open 
extension holes with 2 x Flat Head Screws 

F
Attach Side A to the opposite post 

threaded holes using 2 x Flat Head Screws

G H
Drill through rail through cup holes on 

both faces of side B
Fasten rail to cup on side B with two 

Flat Head screws.

Continue with all rails in section then 
continue to Step 27.

Drill
½” [12mm]

Drill Bit

8mm Hex 
Bit

Impact 
Driver

8mm Hex 
Bit

Impact 
Driver

8mm Hex 
Bit

Impact 
Driver

8mm Hex 
Bit

Impact 
Driver



Step 23
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ToppleBarrier176    standard length rails
ToppleBarrier244
Starting with the bottommost hole set, angle rail -cup assembly to 
position into place with threaded holes on post. 
Fasten each cup with 2 Flat Head screws per cup.

8mm Hex 
Bit

Impact 
Driver



Step 26

Step 24 Step 25

Topple Barrier | Page 16

ToppleBarrier176
ToppleBarrier244
Install next higher rail

ToppleBarrier176
ToppleBarrier244
Continue to install rails building upwards.

ToppleBarrier176
ToppleBarrier244
Install rails upward until first section is complete with top rail installed. 

TB176       TB 244



Step 27

Step 28

Topple Barrier  | Page 17

ToppleBarrier176
ToppleBarrier244

Install next section of lower rails, 
QTY 2 GuardRail  Rails and
QTY 3 Round Rails per section.
Insert and fasten 1 end of each rail 
to next TB108 post in continuous 
run per steps 5 -7.

ToppleBarrier176
ToppleBarrier244

Install next TB108 post per 
steps 10 -12.



Step 29

Step 30
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Repeat step 19 -28 until full run is completed

Finish Topple Barrier uprights with caps and plugs.



Step 1

Step 2
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ToppleBarrier176

Complete

ToppleBarrier244

Complete
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Questions

Required Tools

Topple Barrier with

FloorGuard
INSTALLATION INSTRUCTIONS

Chalk
Tape  

Measure
Chalk
Line

Impact 
Driver

Hammer Drill
*Ć nDE¡¡p 

Masonry Bit

Drill Circular 
Saw

Vacuum Socket 
Extension

DAKJHĆ nGK¡¡p 

Hole Saw

CAKJHĆ nEG¡¡p 
Drill Bit

For Custom

Width  Sections:

6-Point Socket

-Ć Socket (US)

17mm Socket (SI)
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Step B-1

Step B-2

Topple Barrier with FloorGuard  | Page 21

Chalk
Tape  

Measure Chalk
Line

For sections less than 10ô [3048mm] center- to -center, cut FloorGuard  
rail to length, 14.50in [368mm] shorter than center - to -center distance.
Re-drill holes on cut end per the dimensions shown below.  
For standard length sections continue to Step B -3.

Move FloorGuard  rails into place with the front face tangent with the 
shock absorber face as the maximum width.

Tape  
Measure

Circular 
Saw Drill DAKJHĆ nGK¡¡p 

Hole Saw

CAKJHĆ nEG¡¡p 
Drill Bit



Step B-3

Step B-4

Topple Barrier with FloorGuard  | Page 22

Ensure rails are in place tangent to shock absorbers. Drill 2 holes per 
side in the concrete through FloorGuard  rail. Vacuum clean.

Hammer Drill

j|¨{ *Ć 
[12mm] 

Masonry Bit

Vacuum

Impact 
Driver

Socket 
Extension

Insert shock absorbers and washers concentric with FloorGuard  anchor 
holes inside FloorGuard  End (Figure A).
Insert tab of FloorGuard  ends into ends of rails until rail holes are concentric 
with anchor holes (Figure B). 
Fasten concrete anchors through FloorGuard  End anchor holes to the floor 
and cap holes (Figure C & D).

Figure A

Figure B

Figure C

6-Point Socket

-Ć Socket (US)

17mm Socket (SI)

Figure D

2” CAPS

2” CAPS



Complete
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